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LED-Systemleuchte

Product-Nr.
EAN:
Model:

Bestell-Nr.:

Modell:

Bauform:
Leuchtmittel:
Lampenleistung:
Lampenlichtstrom:
Lampenlichtausbeute:
Lichtverteilung:
Lichtfarbe:
Anschlusswert Leuchte:
Betriebsgerat:

Anschluss Leuchte:

Schutzart:
Schutzklasse:
Entblendung:
Abstrahlwinkel:
Betriebstemperatur:
Farbwiedergabe (Ra):
Lampenlebensdauer:
Material Gehause:
Material Abdeckung:
Hohe [B] x Breite [C]:
Lange [A]:

Zugpendel Auszugsbereich:
Gewicht:
Bruttogewicht:

Risikogruppe (DIN EN 62471):

Kennzeichnungen:
Dimmbar:
Gefertigt in:
Besonderheit:

(ED2WORK

INTELLIGENCE IN LIGHT

110914-86
4260556624839
UNILED SL AC Zugpendel

110914-86

UNILED SL AC Zugpendel
LED system light and worklight
SMD LED

~34 W

5120 Im

127 Im/W

direct

Daylight white (5,200 - 5,700K)
220-240V AC + 10%, 50-60 Hz
integrated

1 pair of rise and fall attachment, 1x 230V ceiling transfer point, 2 open cable
ends

IP50

|

Prismatic cover

100°

-10... +60 °C

>80

>50.000 h (L80/B10)
Aluminium
Microprismatic plastic
35 mm x 85 mm

1070 mm

~340 mm - 1300 mm
1900 g

2750 g

Group 1

CE

optional via accessories
Germany

Light intensity can be adjusted using a rise and fall attachment
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