PROFILED 1200mm, 5200-5700, 100°

Abstand d=100 cm

E.= 951 Iux
E.= 12721ux

E,= 553 lux
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24V DC dimmbar

Product-Nr.
EAN:
Model:

Bestell-Nr.:

Modell:

Bauform:
Leuchtmittel:
Lampenleistung:
Lampenlichtstrom:
Lampenlichtausbeute:
Lichtverteilung:
Lichtfarbe:
Anschlusswert Leuchte:
Anschluss Leuchte:
Schutzart:
Schutzklasse:
Entblendung:
Abstrahlwinkel:
Betriebstemperatur:
Farbwiedergabe (Ra):
Lampenlebensdauer:
Material Gehause:
Material Abdeckung:
Hoéhe [B] x Breite [C]:
Lange [A]:

Gewicht:
Bruttogewicht:
Risikogruppe (DIN EN 62471):
Kennzeichnungen:
Dimmbar:
Befestigungszubehor:
Gefertigt in:
Besonderheit:

Irrtimer, Systemfehler und Anderungen vorbehalten./
Errors and technical changes excepted. 9.4.2024

(ED2aWORK

INTELLIGENCE IN LIGHT

150814-02
4260556623849
PROFILED DC

150814-02

PROFILED DC

pofiled light with t-slot backsided
SMD LED

~30 W

4676 Im

~155 Im/W

direct

daylight white (5200 - 5700K)
24V DC £ 10%

M12 A-type encoded

IP40

I}

micro prisms

100°

-10... +60 °C (14... 140 °F)
>85

> 60.000 h (L80/B10)
aluminium

plastics

65 mm x 45 mm (2,56" x 1,77%)
1200 mm (47,24")

2100 g (~74 oz)

2850 g (~101 oz)

free group

CE, UKCA

internal dimmer control
optional

Germany

with dimming control, universally accepted as workbench
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