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LED Maschinenleuchte - Aufbauversion

Product-Nr.
EAN:
Model:

Bestell-Nr.:

Modell:

Bauform:
Leuchtmittel:
Lampenleistung:
Lampenlichtstrom:
Lampenlichtausbeute:
Lichtverteilung:
Lichtfarbe:
Anschlusswert Leuchte:
Schutzart:
Schutzklasse:
Entblendung:
Abstrahlwinkel:
Betriebstemperatur:
Farbwiedergabe (Ra):
Lampenlebensdauer:
Material Gehause:
Material Abdeckung:
Hoéhe [B] x Breite [C]:
Lange [A]:

Gewicht:
Bruttogewicht:
Risikogruppe (DIN EN 62471):
Kennzeichnungen:
Dimmbar:

Befestigungszubehdr:

Gefertigt in:

Irrtimer, Systemfehler und Anderungen vorbehalten./
Errors and technical changes excepted. 3.4.2024
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FIELDLED EVO Aufbau

LED surface-mounted luminaire for machines
SMD LED

~58 W

9000 Im

155 Im/W

direct

daylight white (5200 - 5700K)
24V DC £ 10%

IP67/IP69K

1]

microprism

100°

-30... +60 °C (-22... 140 °F)

> 85

> 60.000 h (L80/B10)

aluminium

ESG (toughened safety glass), shatterproof
30 x 96 mm (1,18 x 3,78")

790 mm (31,10%)

~2600 g (~92 oz)

~3500 g (~123 0z)

free group

CE, UKCA, ETL Listed (5003526)
via optional accessory

optional; two continuous screw channels for metric screws
with thread M5 on the reverse
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